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(b) The instructions regarding weight 
shall be expressed in terms of max-
imum equipment weights, and either 
minimum equipment lengths or axle 
spacing. 

(c) The instructions regarding dimen-
sions shall be expressed in terms of feet 
and inches of cross section and equip-
ment length, in conformance with com-
mon railroad industry practice for re-
porting dimensions of exceptional 
equipment in interchange in which 
height above top-of-rail is shown for 
each cross section measurement, fol-
lowed by the width of the car of the 
shipment at that height. 

(d) The instructions may apply to in-
dividual structures, or to a defined line 
segment or group(s) of line segments 
where the published capacities and di-
mensions are within the limits of all 
structures on the subject line seg-
ments. 

Subpart E—Bridge Inspection 
§ 237.101 Scheduling of bridge inspec-

tions. 
(a) Each bridge management program 

shall include a provision for scheduling 
an inspection for each bridge in rail-
road service at least once in each cal-
endar year, with not more than 540 
days between any successive inspec-
tions. 

(b) A bridge shall be inspected more 
frequently than provided for in the 
bridge management program when a 
railroad bridge engineer determines 
that such inspection frequency is nec-
essary considering conditions noted on 
prior inspections, the type and configu-
ration of the bridge, and the weight 
and frequency of traffic carried on the 
bridge. 

(c) Each bridge management program 
shall define requirements for the spe-
cial inspection of a bridge to be per-
formed whenever the bridge is involved 
in an event which might have com-
promised the integrity of the bridge, 
including but not limited to a flood, 
fire, earthquake, derailment or vehic-
ular or vessel impact. 

(d) Any railroad bridge that has not 
been in railroad service and has not 
been inspected in accordance with this 
section within the previous 540 days 
shall be inspected and the inspection 

report reviewed by a railroad bridge en-
gineer prior to the resumption of rail-
road service. 

§ 237.103 Bridge inspection proce-
dures. 

(a) Each bridge management program 
shall specify the procedure to be used 
for inspection of individual bridges or 
classes and types of bridges. 

(b) The bridge inspection procedures 
shall be as specified by a railroad 
bridge engineer who is designated as 
responsible for the conduct and review 
of the inspections. The inspection pro-
cedures shall incorporate the methods, 
means of access, and level of detail to 
be recorded for the various components 
of that bridge or class of bridges. 

(c) The bridge inspection procedures 
shall ensure that the level of detail and 
the inspection procedures are appro-
priate to: the configuration of the 
bridge; conditions found during pre-
vious inspections; the nature of the 
railroad traffic moved over the bridge 
(including equipment weights, train 
frequency and length, levels of pas-
senger and hazardous materials traf-
fic); and vulnerability of the bridge to 
damage. 

(d) The bridge inspection procedures 
shall be designed to detect, report and 
protect deterioration and deficiencies 
before they present a hazard to safe 
train operation. 

§ 237.105 Special inspections. 
(a) Each bridge management program 

shall prescribe a procedure for protec-
tion of train operations and for inspec-
tion of any bridge that might have 
been damaged by a natural or acci-
dental event, including but not limited 
to a flood, fire, earthquake, derailment 
or vehicular or vessel impact. 

(b) Each bridge management program 
shall provide for the detection of scour 
or deterioration of bridge components 
that are submerged, or that are subject 
to water flow. 

§ 237.107 Conduct of bridge inspec-
tions. 

Bridge inspections shall be conducted 
under the direct supervision of a des-
ignated railroad bridge inspector, who 
shall be responsible for the accuracy of 
the results and the conformity of the 
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